1" — 21" D&L 2244 CAST IRON METER BOX RING
3/4" — 18" D&L 2240 CAST IRON METER BOX RING
ALL WITH CAST IRON LID D&L 2240-11 OR APPROVED EQUAL
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4’ MIN.
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2% (TYP.)
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STD. 21” DIA. X 30" FOR 1" METER
STD. 18" DIA. X 30" FOR 3/4" METER

HIGH WHITE ADS N-12 METER
BOX.

DIRECT TAP REQUIRED Y
3/4" OR 1" MUELLER
B—25008 OR B-25000
CORPORATION STOP
CC THREAD ONLY \ 45" MAX.

3/4” OR 1” TYPE K SOFT COPPER.
(200 PSI) (NO JOINTS)

CULINARY WATER MAIN

NOTES:

1. 10'—0" EDGE TO EDGE HORIZONTAL CLEARANCE IS REQUIRED
BETWEEN WATER AND SEWER LATERAL SERVICE.

2. WHERE WATER AND SEWER LATERALS MUST CROSS, WATER
LATERAL SHALL BE 18" ABOVE THE SEWER LATERAL AS
MEASURED FROM THE BOTTOM OF THE WATER LATERAL TO
THE TOP OF THE SEWER LATERAL. THIS SEPARATION SHALL
BE MAINTAINED FOR AT LEAST 10'—Q” EITHER SIDE OF
CROSS POINT.

3. ALL COMPRESSION FITTINGS MUST BE A MUELLER H—-15428
OR APPROVED EQUIVALENT.

1 RSS UPDATE 12/21/99

2 DKW UPDATE 5/24/06

3 cc UPDATE 1/2010

4 cc UPDATE 1/2011
NO. | AUTHORIZED BY REVISIONS DATE FIUEEELG: WERENEAES %.

(Zm._.mm TO BE SET BY THE CITY

C.T.S. POLY FROM SETTER
\‘mx._.mzo 12" BEYOND SIDEWALK

METER SETTER

3/4" x 7 1/2" (WITH TIE BAR)
FORD VB 73-18w-11-33-7.5, OR
MUELLER 240-B-2434----26

17 FORD VB 74-18wWT-11-44, OR
MUELLER B2434-01018
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